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O 220; 320) par au moins un pont de matiere (132; 



(57) Abstract: The invention relates to a closure device 
(100; 200; 300), for fitting to an opening (41) of a 
fluid product reservoir (4), said device being embodied 
in a monobloc form by injection /moulding of plastic 
material and comprising a fixing body (110; 210; 310) 
for cooperation with the opening on the reservoir to 
produce a sealed fixing, a distribution duct (120; 220; 320), 
forming an outlet passage (121; 221; 321) for the fluid 
product contained within the reservoir, said duct forming 
a distribution opening (122; 222; 322), a closing body 
(13; 23; 33), for sealing said duct, said closing body being 
connected to the distribution duct (120; 220; 320) by means 
of at least one link of material (132; 232; 332), designed 
to break on the first withdrawal of the closing body. The 
invention is characterised in that said closing body (130; 23; 
33) comprises a sealing part (131; 231; 234; 331; 334), said 
sealing part, before sealing, leaves the distribution opening 
free and, after sealing, closes the distribution opening (122; 
222; 322) in a sealed manner. 

(57) Abrege : Dispositif de fermeture (100; 200; 300) des- 
tine" a etre monte sur une ouverture (41) d'un reservoir de pro- 
duit fluide (4), ledit dispositif 6tant realise" de maniere mono- 
bloc par injection/moulage de matiere plastique et compre- 
nant un organe de fixation (110 ; 210 ; 310) destine" a co- 
operer avec rouverture du reservoir pour realiser une fixation 
etanche, un conduit de distribution (120 ; 220 ; 320) formant 
un passage de sortie (121; 221; 321) pour le produit fluide 
contenu dans le reservoir, ledit conduit formant un orifice de 
distribution (122; 222; 322), un organe de fermeture (13 ; 23; 
33) pour obturer ledit conduit de maniere Etanche, ledit or- 
gane de fermeture 6tant relie" au conduit de distribution (120; 
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232; 332) destine" a etre casse* lors du premier retrait de l'organe de fermeture, caracterisS en ce que ledit organe de fermeture (130 
; 23 ; 33) comprend une partie scellable (131 ; 231 ; 234 ; 331 ; 334), ladite partie scellable, avant scellage, laissant l'orifice de 
distribution degage\ et apres scellage, obturant de maniere 6tanche rorifice de distribution (122 ; 222 ; 322). 



